LS
Recessed

2,4W / 65Im / 5000K / 325x235x60mm

15903

Desing: Eduardo Souto de Moura

Emergency recessed luminaire with body made of
aluminium profile with matt finish or electrostatic
100% polyester paint with textured-finish.
Pictogram, with acrylic structure and adhesive film,
supplied separately.

The same luminaire allows maintained or non-
maintained mode.

Luminaire with self-testing mode.

Prepared for remote control (rest mode).

3-hour autonomy.

Compliant with the following standards:
EN60598-2-22 / EN60598-1 / UNE 20392

Power supply included.
IP22 | 230Vac | 50/60Hz

(O] ce

e 50 W e e 1500 e
03 Beam angle
e 000K Light Source Luminaire 160 _
1200 120 1200
Power 2,AW 3,1W
s 10
Application
Flux 340Im 65Im
gu P
Efficiency 142Im/W 21m/W . e
Weight
LOR - 19% w - 1,5Kg
UGR - _
a 0 15+ o 1 a0 a5
cdfkim
ecm ---co-cm
i £47 327x65 Finishes
O .01 White / RAL 9010
@ .02 Black / RAL 9005
& .10 Anodised aluminium
Vi
= B0 = =240 Mandatory
16401
[
;5 i 16411
] [ 5-30 16442
] 16452
16431
150 16421
1 16430
325 - 90 -

o This page was generated on 2025-06-19. Click here for the latest version.

www.om-light.com /

light.com Rua Mauricio Lourenco Oliveira 186, 4405-034 Vila Nova de Gaia, Porto. Portugal. / Apartado 1538 4401-901 Vila Nova de Gaia, Porto Portugal / tel. +351223 710 419



https://om-light.com/en/product/ls-recessed/15903

