Over
Recessed

5,6W / 350Im / 3000K / On/Off / Medium

41° / 645mm 644 60

Design: O/M + Bartenbach GmbH

Recessed spotlight with die-cast aluminium body
with electrostatic 100% polyester paint finish.
Spot-lens with individual complex surface rips to
provide a focal light and an extremely narrow beam.
Orientable by 150° horizontal rotation and 330°
vertical rotation.

Power supply included.

LED CRI>90 / >50.000h, L80/B10
2-step MacAdam / Power supply included.
IP20 | 230Vac | 50/60Hz
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O .01 White / RAL 9010
@ .02 Black / RAL 9005

Optional
T, 59072 1/4 CTO
235x1,Tmm
59073 1/2 CTO
235x1,Tmm
59074 Louvre
235x2mm
3 59075 Soft diffuser
235x2mm
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The cutout dimensions are for plasterboard ceilings. For other type of

material please contact: support@om-light.com

o This page was generated on 2025-04-25. Click here for the latest version.
www.om-light.com / mail@om-light.com Rua Mauricio Lourenco Oliveira 186, 4405-034 Vila Nova de Gaia, Porto. Portugal. / Apartado 1538 4401-901 Vila Nova de Gaia, Porto Portugal / tel. +351223 710 419



mailto:support@om-light.com
https://om-light.com/en/product/over-recessed/64460

